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XV750 Etch Resist 
From the Imageline family of 
Photoimageable Etch Resists 

 

 

1. Description 

Imageline XV750 etch resist is a liquid photoimageable product which dries by evaporation to give a film 
that can be sensitised by exposure to UV wavelengths between 310 and 420nm. The unexposed material is 
developed in dilute alkaline solution with the remainder stable in both acid and alkali etchants and strippable 
in a strong caustic media. 
 
This Technical Information Leaflet (TIL) and the relevant Material Safety Data Sheet (MSDS) should be 
read carefully prior to using this product. 

 

 

2. Product features 

• RoHS & WEEE Directive Compliant  

• Negatively-working etch resist 

• Resolution capability up to and beyond 50µm (2mil) 

• Single pack system offers long shelf life and good processing window 

• Acid or alkali etch resistant; also compatible with most electroplating media  

• Excellent adhesion and conformation to copper and other metal surfaces 
 

 

   
 

                      
                                
 

 

 

3. Product Range 

 
 
                    

CAWN1112    Imageline      XV750 Dark Blue Screen Etch Resist                  1.00 kg.    
 
CDSN4041     Imageline      XZ101 Thinner                                                      5.00 L.        
CDSN4008     Imageline      XZ46 Screen Cleaner                                           5.00 L.       
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4. General Handling  

 

4.1 Storage and Shipping 

When stored in sealed containers, in a cool place (20ºC / 68ºF), away from sources of direct heat and 
sunlight, ImagelineXV750 has a shelf life of 18 months. 
 
ImagelineXV750 can withstand higher temperatures (40 - 60ºC / 104 - 140ºF), whilst in transit for up to 
periods of 1 month without any detrimental effect on its performance. 

 

4.2 Waste disposal 

Care should be exercised in the disposal of printing ink waste. This should be carried out in accordance 
with good industrial practice, observing all the appropriate regulations and guidelines. 
 
For more specific handling advice refer to the detailed Safety Data Sheet (SDS), supplied by your local 
Sun Chemical Circuits representative. 

 

5. Application / Processing Conditions 

 

5.1 Processing Environment 

The choice of printing and exposure environment has been found to have a direct effect on fine line 
yield values. 
 
Every effort should be made to minimise the incidence of dust or fibres on the print room and exposure 
area. 
 
It is therefore recommended that a Class 10,000 clean room be considered the minimum requirement 
for resolving features less than 100µm (4mil) at high yield. 
 
Commercial, automated printing equipment may already contain some level of air filtration and the 
manufacturers or local Sun Chemical Circuits representatives can advise on its’ suitability. 

 

 

5.2 Mixing and Thinning 

ImagelineXV750 is supplied ready to use; however the addition of a small amount of (2% w/w 
maximum) of Imageline Thinner XZ101 will aid printing on more automated units. 
 
N.B. The mixed resist should be stirred well before use. 
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5.3 Pre-Clean 

Ensure that all copper surfaces are completely clean, tarnish free and dry prior to applying Imageline 
Mechanical pre-cleaning is recommended as follows: - 
 
Brushing     280 - 400 grit silicon carbide brushes are recommended having a footprint on the copper 

of 8 - 15mm. (0.3 - 0.6 in). The water rinse and heater sections should be capable of 
thoroughly rinsing and drying the panels such that no water is left in the holes or between 
closely spaced conductors and that moisture or tarnish is not present on the freshly 
brushed panels. 

 
 It is important that each brush is regularly checked and dressed as necessary to ensure 

optimum efficiency during use. 
 
 Please note that Nylon brushes of 600 - 800 grit can also be used. 
 
Pumice       Pumice or Aluminium oxide slurry of between 12 - 18% is recommended with an optimum 

of 15%. The water rinse and heater sections must be capable of rinsing and drying the 
panels such that residual pumice particles are completely removed and that no water is 
left in the holes or between closely spaced conductors and that moisture or tarnish is not 
present on the freshly cleaned panels. 

 
For panels that are badly oxidised and tarnished then a micro-etch prior to mechanical pre-cleaning is 
recommended. The micro-etch should be capable of removing any oxide or tarnish staining and of 
thoroughly rinsing and drying the panel before being mechanically cleaned. 
 
A waterbreak free finish is usually indicative of a good cleaning process. 
 
NOTE. It is recommended that all freshly cleaned panels are coated with ImagelineXV750 as soon as 
possible after cleaning to reduce the possibility of contamination or re-oxidation. The actual maximum 
time between cleaning and coating will vary depending upon ambient temperature and humidity. 

 

5.4 Application  

The ImagelineXV750 series can be used with most types of vertical screen print units and horizontal 
screen print machines. 
 
For use as an etch resist, ImagelineXV750 can be applied using a 77 - 120T/cm. (195 - 305T/inch) 
polyester mesh. This will give a dry coat thickness of 8 - 10µm. (0.32 - 0.40 mil.). 
 
For plating resist applications, polyester screen meshes in the range of 55 - 77T/cm. (140 - 195T/inch) 
are recommended to give a dry coat thickness of 10 - 20µm. (0.40 - 0.80 mil.). 
 
For best results a 70 - 75 shore squeegee, angled at 10 - 15°, should be used. 
 
All screens must be cleaned and thoroughly dried before use and free from residues of screen cleaner 
and any ink residues. 
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5.5 Washing Up 

Screen Cleaner XZ46 is recommended for washing up. 
 
Alternative cleaners and screenwashes are available to suit customers’ particular requirements. Your 
local Sun Chemical Circuits representative will be pleased to advise on product selection. 

 

5.6 Pre-Dry 

Good drying of the printed film is important so ovens with good temperature profiles and extraction are 
necessary. 
 
Specific drying parameters (time and temperature) will be dependent upon the specific oven used as 
well as the thermal mass and quantity of the panels being dried. 
 
ImagelineXV750 has a wide process window, meaning tack dry temperature and times can be tailored 
to a specific process. The following data can be used as a guide: 
 
            Etch Resist            Side 1         5 - 10 minutes at 85 - 90°C (185 - 194°F) 
                                            Side 2        15 - 20 minutes at 85 - 90°C (185 - 194°F) 
            Plating Resist        Side 1         5 - 10 minutes at 85 - 90°C (185 - 194°F) 
                                            Side 2        20 - 25 minutes at 85 - 90°C (185 - 194°F) 
 
For double sided, vertical screen printing equipment the expected drying parameters would be: - 
 
            Etch Resist                               20 - 30 minutes at 85°C - 90°C (185°F - 194°F). 
            Plating Resist                           25 - 35 minutes at 85°C - 90°C (185°F - 194°F). 
 
Boards can be held in this condition in safe light areas for one month at least. 
 
The ImagelineXV750 series can also be dried in IR ovens. Specific times and temperatures will depend 
on the specific Infra red oven used. Please discuss with your Imageline partner the specific settings 
before use. 
 
Allow an adequate gap between panels. Spacing of 25 - 40 mm (1 - 1.6 in.) is recommended to ensure 
sufficient air flow between panels. 

 

5.7 Exposure 

Ensure artwork and exposure unit drawers are clean and dust free to minimise ‘repeat’ defects. 
Additionally, the coated substrate may be tacky rollered to reduce any incoming contamination. 
 
                    Resist Spectral Sensitivity                   310 - 420nm. 
                    Exposure Energy requirement            120 - 150 mJ/cm² 
                    Step wedge                                            5 - 7 solid (Stouffer 21 step) 
 
The correct exposure settings should be confirmed after the developer parameters have been fixed. 
The step values should be determined with the Stouffer wedge beneath the artwork. 
 
The exposure energy data is quoted as a guide and should only be used for monitoring the lamp output. 
 
It is recommended that the resist be exposed to a step of at least 6 for electrolytic plating applications. 
 
There is no hold time requirement for ImagelineXV750 before development, but if required exposed 
material can be held for up to 72 hours without adversely affecting stripping speed. 
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5.8 Development  

Spray develop with 1.0% anhydrous sodium or potassium carbonate solution at 30 - 40°C (100 - 
104°F). Optimum 35°C (95°F). 
 
Spray pressure should be 1 - 2 bar (15 - 30 PSI). 
 
The dwell time in the developer chamber should be adjusted so that an unexposed board develops 
completely off within 75% of the chamber length. In practice this should result in dwell times of 45 - 60 
seconds. 
 
The panels should be well rinsed with fresh water immediately after development. It has been shown 
that a warm water rinse is particularly suited for sodium carbonate developers. 

 

5.9 Post-Bake 

A post bake step may be required to improve resistance to copper or tin / lead electroplating 
chemistries. 
 
A post bake of 120°C (248°F) for 30 minutes is suggested. 

 

5.10 Etching 

The resist is suitable for most common etch solutions up to pH9. Its effectiveness in alkaline and highly 
oxidising etchants should be tested prior to running production materials. 
 
It has been found that the lower thickness of Imageline XV750 Screen improves etching efficiency over 
dry films and therefore shorter dwell times may be expected. 

 

5.11 Plating  

The following current densities have been used successfully with ImagelineXV750: - 
 
         Cu    =             25 ASF        30 minutes 
         Ni     =             25 ASF        10 minutes 
         Au    =             25 ASF        10 minutes 

 

5.12 Stripping 

Imageline XV750 can be stripped in 5% aqueous solutions of sodium or potassium hydroxide at 40 - 
50°C (104 - 122°F). The resist strips as small flakes in this solution and can be removed by filtration. 
 
Other commercially available strippers may be used if the substrate is known to be sensitive to aqueous 
caustic solutions. 
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6. Health and safety 

Detailed material safety data sheets will be supplied by your local Sun Chemical Circuits representative. 
 
The products detailed hereon have been tested in accordance with, and meet the requirements of, the 
RoHS Directive 2002/96/EC and 2011/65/EU, and the European Directive 2003/11/EC, regarding the 
presence of the metals - Pb (Lead / Lead compounds), Hexavalent Chromium, Cd (Cadmium), Hg 
(Mercury), and Poly Brominated Flame Retardants. 
 
Conforms to Regulation (EC) No. 1907/2006 (REACH), Annex II – Europe. 
 
As the world’s foremost producer of inks, pigments and colour technology, Sun Chemical is leading our 
industry in developing and producing products which minimise our impact – and our customers’ impact – on 
the environment and striving to maximise the use of renewable resources. We consider it our responsibility 
to be involved in the communities in which we live and work and to offer direction in meeting today’s needs 
without compromising the ability of future generations to meet theirs. 
 
 

7. Disclaimers 

This information has been carefully compiled from experience gained in field conditions and extensive 
laboratory testing. However the products’ performance and its’ suitability for the customers’ purpose depend 
on the particular conditions of use and the material being printed. We recommend that customers satisfy 
themselves that each product meets their requirements in all respects before commencing a production run. 
Since we cannot anticipate or control the conditions under which our products are used, it is impossible to 
guarantee their performance. All sales are also subject to our standard terms and conditions. 
 

 
8. Technical Assistance / Contacts 

Sun Chemical Circuits are an international company, and as such can offer technical, engineering and sales 
support to our customers worldwide.  

 

For further information regarding this product, or any of our extensive range of materials for PCB 
fabrication, please contact your local Sun Chemical team or visit the Technical Help Desk at website: 
http://www.sunchemicalhelpdesk.com 

 
 
 
 
 
 
 
 
 
 
 
Our Products are intended for sale to professional users. The information herein is general information designed to assist customers in 
determining the suitability of our products for their applications. All recommendations are made without guarantee, since the 
application and conditions of use are beyond our control. We recommend that customers satisfy themselves that each product meets 
their requirements in all respects before commencing a print run. There is no implied warranty of merchantability or fitness for purpose 
of the product or products described herein. In no event shall Sun Chemical be liable for damages of any nature arising out of the use 
or reliance upon this information. Modifications of the product for reasons of improvements might be made without further notice. 

 Norton Hill, Midsomer Norton Bath, BA3 4RT, England.  Telephone: (44) 1761 414471   Fax: (44) 1761 416609


